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ABSTRACT

Experimental investigations were undertaken in
a water tunnel to measure the dynamic horizontal and vertical
velocity fluctuations existing in the air wake of a carrier
and encountered by landing aircraft.

A description of the instrumentation developed,
and an analysis of the methods employed in converting data
to pitch transfer functions (amplitude and phase) is given
together with the determination of power spectra information.

Conclusions regarding instrumentation, test data
interpretation and operational procedures for the carrier

and aircraft are presented.
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1.

INTKODUCTION

The processes involved in landing an aircraft on a
carrier while the ship is undergoing pitching, heaving and
rolling motions are rather complex. The risk hazard is high
and the penalty can be severe for a miscalculation on the
part of the pilot. To aid the pilot in the execution of a
successful approach and landing, a landing signal system such
as the Fresnel Lens Optical Landing System is used. With
this system or with any similar signal system, there are
three major elements involved; viz,

l- ship dynamics,
2- aircraft dynamics, and
3- pilot response,

The programming of the above parameters in simulator
studies, including the variation of these parameters up to
their expected limits, is one method which can be used to
identify areas where the highest "pay-off" exists in terms
of improvement of overall system performance. Studies of
this nature have been and are being undertaken by Systems
Technology, Inc., of Hawthorne, California [1].

One of the environmental conditions which requires
more detailed study, as indicated by investigations under-

taken by Systems Technology, Inc., was the nature of the
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"turbulence"* existing in the wake of a carrier., Turbulence
is recognized as being of major concern by carrier based
pilots and one facet of disturbed flow is commonly referred
to as a "burble".

Visualization studies of the dynamic air wake under-
taken by Oceanics [2] provided visual proof of the existence
of this burble, In addition to the visualization studies
devoted to the air wake existing with carrier motions, studies
of the wake associated with a stationary (no pitch, heave or
roll) model also provided information on the "steady" velocity
magnitudes and directions existing in the wake for a con-

siderable distance downstream,
PROGRAM OBJECTIVES

In order to obtain data on the time-dependent
velocity disturbances existing in the wake, the following
objectives were established:

l- to undertake water tunnel tests permitting the measure-
ment and evaluation of dynamic velocity fluctuations
(in both the axial and vertical directions) in the
flow field surrounding the normal glide path employed
*Identified here as large macroscopic disturbances in the

fluid flow field.
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by aircraft in the process of landing on an
aircraft carrier, and

2- to analyze and interpret the data so as to permit
its utilization in simulator studies concerned with
the Fresnel Lens Optical Landing System,

In satisfying these objectives, and as specified in
the contractual task assignment, Oceanics, Inc. maintained close
liaison and exchange of data with Systems Technology, Inc. where
Systems Technology's task (under Contract No. Nonr-4156(00))
employed the "air" wake model input data from Oceanics in the
overall systems analysis of the carrier landing problem.

General Approach to the Problem

As pointed out in [2], the use of a water tunnel for
air wake studies is quite reasonable. At full scale wind-over-
deck velocities, air acts as an incompressible fluid, i.,e, the
compressibility effects are negligible. Because the air acts as

an incompressible fluid, water, which is an incompressible fluid,

can be satisfactorily substituted. (Conversely, problems in-
volving water flow can be, and often are, studied in low velocity
air flows.) Thus, water tunnel studies are as valid as air

tunnel studies. In fact, from Reynolds number* scaling

*A dimensionless parameter used in fluid mechanics studies where
the controlling variables in a problem are considered to be

velocity, length, mass density and dynamic viscosity.
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3a.

considerations, water tunnel studies have a decided advantage

over air tunnel studies because of the difference in the kinematic
viscosity of the two fluids. The wall effects in water tunnel
studies are no larger than those in air tunnel studies. Boundary
layer growth has a direct relationship with Reynolds number, thus
the same boundary layer exists in either an air or a water tunnel

if the tests are run at the same Reynolds number. For the size of

model and test section employed here, wall effects are considered
negligible. This was established in [2].

The model had an overall length of 33 inches. This
model size, together with the tunnel test section length of 7 feet,
permitted downstream measurements which adequately covered areas
wherein the burble disturbance is normally encountered. According
to information from Systems Technology, as well as conversations
with carrier based pilots, the disturbances in the glide path are
of serious concern in the last several seconds before touchdown.
With an aircraft closure rate of approximately 100 knots, the dis-
turbances thus normally lie within 700-800 feet aft of touchdown.

In the flow visualization studies [2], tests were made
with and without the island on the model. However, it was quite
apparent from those studies that the island contributes little

to the disturbed flow pattern when carrier motions exist. For

that reason, the current studies did not include observations

without the island.
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Oceanics Water Tunnel

The Oceanics water tunnel is a closed jet,
recirculating type of tunnel having both the velocity and
pressure variable., The maximum test section velocity is
about 40 feet per second, while the test section pressure,
which can be controlled independently of the test section
velocity, covers a range from about -0,9 atmospheres to +1,0
atmospheres using atmospheric reference., The test section
itself is about 20 inches on a side, having rounded corners,
The overall length of the test section is 7 feet, as men-
tioned earlier, There are eight viewing windows; two on
each of the four sides, w:th each window having a viewing
area of 10x30 inches,

Test Arrangement

The test arrangement for this phase of the program
was also the same as that successfully employed in earlier
phases. Essentially it consisted of having a flat horizontal
plate extending across the width and length of the test
section. This plate thus represented the sea surface and
divided the flow passing through the test section. The flow
of water passing over the upper portion of the plate
represents air flow in the real case., This is the portion of
the flow which is of interest in this program. (The flow

below the plate has no significance in this study.)

“OCEANICS =



The model was positioned near the forward end of
the test section and the null actually passed through an
opening in the plate. This opening was just large enough to
permit the model to undergo heaving, pitching and rolling
motions without hitting the sides of the opening. The model
was actually supported by rods extending from the pitch and
heave actuation mechanism (located beneath the test section)
through the tunnel floor and into the model mounting block.
Roll actuation is controlled by a separate push-pull mech-
anism., Figure 1 is a sketch of the basic model-plate-
actuation installation.

Measurements of the dynamic velocity fluctuations
(in both the axial and vertical directions) were taken at
various "windows" along the glide path using a dynamic
sensing pressure probe designed and developed as a part of
this program., Figure 2 is a sketch, while Figures 3 and &
are photographs, illustrating this installation,

The initial intent of the program was to undertake
measurements in the air wake only with motions of the model,
but the program scope was later modified at the suggastion
of Systems Technology, Inc., (with the approval of the ONR
Project Officer) to include certain specific measurements
(power spectra) of the wake without motions of the model., As

pitch motions apparently caused the greatest disturbarces in
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FIGURE 3 TYPICAL TUNNEL INSTALLATION OF PROBE USED FOR
AXIAL MEASUREMENTS

FIGURE 4 TYPICAL TUNNEL INSTALLATION OF PROBE USED FOR
TRANSVERSE MEASUREMENTS
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the dynamic wake, studies with carrier motion were confined

to those involving pitch [2].

DYNAMIC VELOCITY MEASUREMENT TECHNIQUE

The key to the success of this phase of the program
lay in the development of a sensing probe which would satis-
factorily detect the unsteady axial and vertical velocity
components in a liquid flow field. There are three major
elements comprising the overall system:

1- the probe or sensing element,

~N
]

the method of calibrating the probe, and

3- the recording of the probe's signal such that phase
relationships can be made at specific frequencies
of interest,

Probe or Sensing Element

The development of a successful unsteady velocity
sensing element has received considerable attention in the
past decade or so. Hubbard and Ling [3] developed a hot
film probe closely patterned after the well-known hot wire
technique successfully employed for turbulence measurements
in air tunnels, The Hubbard-Ling probe has been used with
some success by a few investigators, but for the most part

remains rather tempermental (although perhaps not significantly
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10,

more than scme hot wire devices developed for use in air).
The development of a thermistor probe has been pushed rather
extensively during the last 4 or 5 years at the Ordnance
Research Laboratory under the guidance of Dr. John Lumley*
and offers considerable promise, but at the time of under-
taking these investigations Dr. Lumley did not believe it

had been developed sufficiently to serve as the type of
rugged instrument desired for these investigations., What was
wanted here was an extremely rugged instrument, holding its
calibration for several weeks (if not months) and having no
tempermental characteristics when subjected to the environment
of a "typical" water tunnel. In short, what was dr: ired was
an instrument approaching the reliability and simplicity of

a standard Prandtl type pitot tube.,

For this particular investigation, a significant
advantage existed in that the desired frequency response
range is exceptionally low when compared with the response
range desired by typical turbulence detection devices, For
example, the maximum full scale w range with pitch motions
was 1in the neighborhood of unity; thus in our model scale
the maximum frequency was about 10 cycles per second, For
power spectra, the desired maximum full scale w value was of
the order of three, corresponding to a model scale frequency

*Professor of Aeronautical Engineering, Pennsylvania State Univ.
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11,

of the order of 30 cycles per second.

Because of the low frequency requirements, it was
our belief that a probe utilizing small commercially avail-
able pressure transducers (Consolidated Electrodynamics
Corporation, type 4-312-002) could be used. Basically, the
concept involved a Prandtl-type pitot tube extending from a
strezamlined pod, this pod containing the pressure transducers,
A sketch of the probe is shown in Figure 5. Here it can be
noted that the total head pressure is fed to one transducer,
with the static head pressure fed to the other. The elec-
trical output from the transducers is subtracted, one from
the other, leaving a signal which is some measure of the
velocity nead.

In a sense, this instrument has much in common
with that developed by the Department of Civil and Sanitary
Engineering at Massachusetts Institute of Technology. The
device developed there consisted of a total head impact tube
terminating in a specially constructed pressure transducer,
That instrument and the test results obtained with it in
certain free surface flow investigations are well presented
in [4]., The advantages of the present probe are that it is
considerably smaller, the transducers are commercially avail-
able, and that both the total (or impact) pressure and the

static pressure are sensed by the instrument,
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JELIS

The transducers themselves have a natural frequency
of 3000 cycles per second in air. This is sev:ral orders of
magnitude higher than the upper limit of frequencies desired
to be investigated in this program. There is, of course, some
damping in the response of the probe due to additional fluid
mass effects and to fluid transport in the system occurring
when the face of tne transducer deflects as a result of a
change in pressure, However, the deflections of the transducer
face are extremely minute, thus the amount of water transport
should be quite smnall,

The size of the tip or sensing portion of this
probe, while not as small as a hot wire, is considered
sufficiently small for the frequency range of interest. Also,
the energy in disturbed water is contained in a much lower
frequency range than that associated with air flows. For
example, from [4] it is stated that "...for the flows investi-
gated, 50% of the turbulent energy was contained below 5 cps
and 390% below 30 cps." On that basis, as well as from the
frequency range of interest, the size of the probe tip is
believed reasonable. Also, the shape and location of the pod
containing the transducers is such that its pressure should
not seriously influence the flow field about the tip.

A photograph of the probe components before

assembly is shown in Figure 6. Tne main body is easily

~0CEANICS=



FIGURE 6 PROBE COMPONENTS

FIGURE 7 FINAL PROBE ILLUSTRATING BOTH HEADS AND THE
SHIELDS EMPLOYED
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15,

identified., Below that is the transducer assembly (two
transducers epoxied in a supnort tube), To the right of
that assembly 1is an actual transducer of the type employed.
The rear cap of the probe unit is also easily recognized.
The remaining probe components are "heads." The upper one
illustrates the basic concept which was later modified
through the addition of "snields" to isolate the tip from
unwanted cross-flow interference, The lower head in the
photograph is an early shielded design which did not prove
successful.

Figure 7 is a photograph showing the probe as it
eventually evolved and was used in these tests. On the
probe proper is the head employed for measuring vertical
velocity perturbations, while above it is the head used for
measuring axial velocity perturbations, The shield used
during axial measurements is above the basic axial head unit,

Calibration Technigues

It is recognized that the Bernoulli relationship
between pressure and velocity, even in its modified form for
unsteady potential flow, will not be appropriate for appli-
cation to the present problem because of the important
effects of viscosity, dissipation, mixing, etc., which occur
in a wake, However, it is believed that the calibration

techniques employed herein do not depend upon such an
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16,

explicit relationship initially. The final interpretation

of the data will depend upon such a relation, and that will

be described in a later section of the report. The calibration
technique relates the probe output to pressure head values
obtained from different fluid velocities and/or by varying
vertical probe displacement., Essentially, the dynamic
calibration was accomplished by impinging, upon the tip of

the submerged prote, jets of water traveling at known
velocities and known frequencies,

This is much more easily accomplished in a con-
ceptual way than in actual practice., To begin with, and
assuming the probe will sense flow disturbances, the jet of
water impinging on the probe tip must be laminar. If the
jet impinging up~n the probe tip is turbulent, the device
will sense this turbulence, There is also the problem of
"instantaneously" starting and stopping the impinging jet at
various frequencies. Lastly, a jet element of water, as it
proceeds towards the tip of the probe, will displace water
in the fluid field ahead of it, and the fluid field will
"fill in" after the passage of the jet element., Both of these
latter disturbances will also be detected by the probe if it
is doing the job it is supposed to.

In view of the above statements it is readily

apparent that if the probe performed as desired, the
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development of the calibration techniques became an under-
taking in which the above mentioned unwanted "side effects"
are minimized or wherein the side effects could be rather
conclusively identified as causing a certain type of ex-
traneous response, A complete detaiiing of all calibration
techniques tried and all probe modifications undertaken
would result in a rather voluminous report, Since its value
would be somewhat nebulous, what is presented here are
those items considered as having some general value in
aiding others to evaluate the performance of the probe.

As such, the developments are not necessarily presented in
the chronological order of their undertaking.

The initial studies involved only the response
characteristics of the total head transducer, as it was be-
lieved a matching of tne static head transducer response
could be made after an acceptable total head response was
achieved, After making this assumption, the initial attempt
at determining whether or not the probe sensed flow distur-
bances was undertaken. The signal from the total head
transducer was fed into a Sanborn 650 optical galvanometer
recorder system and the traces on the chart paper examined
for interpreting the output of the probe., This particular
Sanborn unit has a sensitivity 10 times that of a standard

unit. Thus, extremely large deflections of the galvanometar
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were achleved with very minute pressure changes on the sur-
face of the transducer,

The initial calibration test rig consisted of a
submerged jet emitting from a nozzle, and a rotating disk
(about f% inches thick) having holes near its outer radius
(see Figure 8), When the holes in the disk were aligned with
the nozzle it was believed that a jet of water would impinge
upcn the proove tip, A flow meter in the line feeding the
nozzle afforded a means of determining the average exit jet
velocity, while the rotational speed of the disk introduced
the desired frequency,

The output signal as recorded by the optical galva-
ncmeter indicated flow of a very erratic nature, There were
large deflections but the signal trace could most accurately
be described as "hash." After several cdays of modifying and
retesting, it occurred that perhaps the impinging jet was

turbulent and that the records were actually traces of the

turbulent flow in the jet,

To test this hypothesis, it was recalled that a
stream of fluid emitting from a circular orifice, such as a
hole located in a large thin walled container, is laminar for
some 2.5-3 orifice diameters downstream. Therefore, a con-
tainer ."ith a hole in its side was placed in the test section

of the tunnel., By having the elevation of the water in the
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20,

container higher than the level of water in the open test
section of the tunnel, the resulting difference in head pro-
duced a submerged jet of known exit velocity., The probe was
supported on a carriage with the tip at the elevation of the
centerline of the orifice (see Figure 9), Moving the tip
along the horizontal centerline (extending from the orifice
opening to further downstream positions) produced a pattern
in the signal output trace which definitely proved the probe
sensed disturbances existing in water, In the area within 3
diameters downstream of the orifice opening, the signal was
a relatively steady trace and this corresponded to the dis-
tance in which a laminar jet should exist. As the probe was
positioned at axial distances greater than this, the signal
began to undergo large deflections and it also became erratic,
This erratic nature of the signal (as well as the deflections)
decreased as the probe progressed further and further down-
stream from the orifice opening until finally the signal
level reached the value existing in the stationary fluid field.
A trace of the signal output taken at a later time
with both the total and static head transducer signals
separately recorded is shown in Figure 10, From tnis figure
it can be noted that the static pressure changes slightly
near the jet exit before returning to the ambient static

pressure, The total or impact level decreases from a maximum
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23,

at the orifice opening to the ambient conditions at some
distance downstream. The locatjon of the beginning of the
disturbed signal agrees well with the end of the laminar
conditions. The water level in the container was <ept at a
constant level during the test run,

Considerably encouraged by this revelation, the
next step involved a use of the container with an orifice
as the source of the impinging jet, but retaining the rotating
disk as a means of interrupting the jet and thus introducing
a variation in the frequency of jet impingement. The thick-
ness of the disk in the area containing the holes was reduced
to about 0,015 inches, as the thicker disk contained water in
the hole passageways and the impinging jet had difficulty
forcing this water out. The thicker disk also affected the
jet pattern as each hole lined up with the jet stream to a
larger extent than did the thiner disk.

It might be well to point out here that a liquid
jet issuing from an orifice and interrupted by holes in a
disk does not issue forth on the other side of the disk as
nice segmented elements (or slugs) of water. Studies of such
an interrupted liquid jet (exiting in air) using a strobo-
scope, clearly showed that the jet on the exit side of the
disk does not follow the axial centerline of the orifice but

rather spews forth with the jet sweeping through an arc. In
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other words, as a very small portion of the hole in the disk
is aligned with the beginning of the jet stream, the fluid
forced through this partial opening does not exit along the
orifice centerline but rather at an angle to the centerline,
As more and more of the hole in the disk aligns with the jet,
the emitting stream approaches the axial centerline of the
orifice and when both the orifice and the hole in the disk
are in alignment, the jet is along the orifice centerline.
As the hole passes beyond this optimum position, the jet
changes its orientation from the orifice centerline and again
is discharged at an angle to the orifice centerline. Because
the disk is rotating, there is also a boundary layer growth
along its surface, with this boundary layer also influencing
the jet vector. To minimize this, the disk is run only
partially submerged; therefore friction has only a short
distance in which to develop a boundary layer and influence
the jet vector impinging on the probe tip, The final cali-
bration setup is shown in Figure 11.

At this point 1t has been established that at
least the total head probe detected flow disturbances, and
that a fairly satisfactory dynamic calibrating device con-
sisted of a submerged free jet issuing from an orifice with
this jet interrupted by a thin disk containing holes. Tire

procedure required the probe tip to lie within the axial
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distance from the orifice opening wherein the laminar portion
of the submerged free jet existed.

The last step required a determination of the best
response characteristics obtainable with the total nead
portion of the prcbe, followed by a matching of the static
head response to this criteria. The best response was
determined by the ability of the sensing unit to produce a
square wave output signal when the probe was placed in the
laminar jet and the jet interrupted by the rotating disk.
(It must be recognized from earlier discussion that a per-
fect square wave is not possible because the fluid cannot be
started and stopped instantaneously.) What was desired was
a constant amplitude output regardless of frequency (for a
given jet exit velocity) with the amplitude value following
some repeatable relationship with the calculated jet exit
velocity.

The internal diameter of the tube was perhaps the
most important parameter. While the instrument described in
(4] considered the mass of water in the diaphragm wzll and
the mass of the diaphragm negligible compared to the
effective mass of the water in the impact tube, in this
probe there was very little mass cf water in the impact tube
compared to the mass of water in the diaphragm well. The

results of the tests of the instruments described in [4]
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also state that the effect of viscous damping is small. In
our case, it was believed that the viscous effect of the fluid
moving in the tube was the principal factor in changing the
frequency response characteristics, For example, changing
the interior tube diameter by only several thousandths of an
inch brought about marked changes in the response, while the
total mass of water contained in the system was changed very
little (although the mass of liquid in the tube itself was
changed significantly). Also, filling the diaphragm well
and tube with light oils caused a reduction of the order of
two magnitudes in the frequency response of the system!

The length of the tube was also varied, although
the range of length variation was somewhat limited as the
tube had to remain stiff enough so that its natural fre-
quency remained high enough (thereby not influencing the out-
put of the probe), Here also it appeared as if the viscous
effects of the fluid far outweighed the change of mass in
the system,

Once the interior tube diameter and length of the
total head sensing portion of the probn were established
(see Figure 5), the response of the s atic head transducer
had to be matched to it. The matching had to be exact in
terms of frequency response as the static head signal is sub-

tracted from the total hzad signal. Exact amplitude response
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matching, while desirable, was pernaps not necessary as the
final calibration of the unit would be done with the signals
subtracting. Fortunately, it was possible to match the out-
put signals from the transducers from both frequency response
and amplitude considerations by adjusting the outer tube's
internal diameter as well as the size of the static pressure
openings., The water volume contained in the end cap of the
probe proper was also reduced from that of the original
design.

The matching of the transducer responses was es-
tablished in a relatively simple manner., The output of each
transducer was fed into a separate channel on the optical
galvanometer, The probe was oriented in a horizontal
manner, i.e. the longitudinal axis of the probe was horizontal.
Then the entire unit was submerged in the open test section
of the tunnel. In this condition, both transducers were
subjected to the static head existing at a given depth of
submergence, By changing the depth of submergence the pressure
on both transducers was varied in an identical manner. Thus
the output of both transducers snould remain identical. The
traces of a rapidly moving up and down probe should thus
remain as two parallel lines, these lines maintaining the
same differential distance between them that existed with no

velocity regardless of the frequency of the vertical motion,
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A trace taken from one of the optical galvanometer records
made with a shielded probe (i.,e., a final calibration) is
shown in Figure 12. Here it can be noted that both transducer
outputs retained the same relationship with one another
regardless of frequency.

The last major problem involved shielding the tip
of the probe in some manner so as to insure that flows
occurring at any direction other than that in which measure-
ments were desired did not introduce erroneous outputs, This
was particularly important because measurements were desired
of the vertical velocity fluctuations wherein the main free
stream flow would be passing perpendicular to the tip of the
sensing element.

The probe tip to be used for axial measurements
was tackled first, as it was believed that a solution to this
portion of the problem would then permit a relatively easy
adaptation for the vertical measurement requirements, It
was believed that a shield, formed from a section of tubing,
and placed over a portion of the tip would prevent cross-
flows from interfering in an adverse manner with the sensed
values, It was also important tha: the shield not affect
the response characteristics of the probe. The final shapes
of the shields employed during the studies were shown earlier

in Figure 5,
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To test the performance of the shield, the unit
was placed in a laminar jet and then oriented at different
angles to the laminar jet. In other words, measurements of
the probe output were taken with the probe oriented with
the laminar jet and at various angles of rotation until the
tip was oriented 90° or perpendicular to the laminar jet,
When the tip was oriented perpendicular to the laminar jet
the output signal should remain the same as for a zero flow
condition. How well the shield worked is shown in Figure 13,
which shows traces taken from optical galvanometer records,
From the traces on this figure, it can be noted that the
probe was insensitive to angular orientation, i.e, it sensed
the true jet velocity for angles up to 20° when the flow
was impinging directly upon the probe tip and to 30° when
the flow was at right angles to the probe tip.

It was, in fact, this latter development which
lead to the development of the probe head used for detecting
vertical velocity fluctuations, Originally it was planned to
change the orientation of the probe unit such that for ver-
tical measurements the entire unit would be rotated 390° from
that employed for measuring the axial fluctuations velocities,
However, it was found that with the unit oriented at 90° the
response suffered due to gravity acting on the water mass in

the diaphragm wells, which had a prcnounced effect on the
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signal output, whereas the gravity effect was negligible
with the probe oriented in the manner for taking axial
measurements.,

Taking note of how effective the shield was in
preventing cross flows from affecting the probe output, i.e,
when the probe was oriented perpendicular to the main stream,
it became apparent that if the probe tube was bent 90°, and
then shielded, the unit would undergo none of the disadvan-
tages due to gravity effects (on the diaphragm chamber water
magses) influencing the response characteristics. The only
question which arose was whether a bend in the tube would
affect the response of the unit, Putting a bend in the tube
and orienting the tip 90° from its orientation used in
vertical measurements did not effect the response, and there-
fore the evolution process of the two neads was completed.,

Before concluding the discussion of probe develop-
ment, the effect of air in the system should be mentioned,
The elimination of air trapped in the diaphragm well of the
probe was stated as being of major concern in (4], There-
fore, the probe employed in these studies was specifically
designed to permit assembly while minimizing the probability
of entrapping air in the system. The assembly procedure was
as follows,

l- Both the head and end caps were removed from the probe,
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The unit containing the transducer assemblies was

then submerged in the tunnel,

A jet of low velocity water was then played about the
face of the transducers forcing water through the
passageways about the transducer assembly and the ex-
ternal pod shell, With this flushing action, all air
bubbles we.e removed from that portion of the unit,
Keeping the transducer unit submerged, the end cap

was next submerged and the jet of water used to flush
it free of any air bubbles. The end cap was ther
screwed on the transducer unit.

The head unit was then submerged. The size of the
head was such that by holding it in your hand, placing
your thumb over the threaded end and then compressing
the water trapped in the diaphragm chamber with your
thumb, water was forced from the diaphragm chamber out
the sensing tubes. This procedure was repeated perhaps
a dozen or so times, keeping the unit submerged, to be
sure all air bubbles had been flushed from the system,
Keeping all units submerged, the head unit was then
screwed on the transducer unit thus completing the

assembly operation.,

Any air in the system was readily noticed, as the
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response characteristics of the transducers changed markedly.
Figure 14 is a trace taken from optical galvanometer records
illustrating the difference in the response signal with and
without air in the system,

As a final item, several examples of traces taken
from optical galvanometer records illustrating the frequency
response characteristics will be presented., These are shown
in Figures 15, 16, and 17. On these figures the response of
the instrument at various jet exit velocities and frequencies
can be noted. At very low frequencies the output signal is
quite close to a square wave, As the frequency is increased,
the slight increase in the signal above the "steady" laminar
velocity value and the dip of tne signal below the steady
ambient value is believed due to the mdnrfer in which the
element of jetting liquid actually impinged upon the probe
tib. A discussion of the impinging jet as it was interrupted

by the disk was given earlier.

TEST PROCEDURLS

The arrangement of the model in the tunnel and the
general positioning of the probe along the glide path was
discussed in the section on Test Arrangement. During testing,

tnis arrangement was maintained while the probe was positioned
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at various locations in the glid2 path area.

Dynamic Velocity Mcasurements with Carrier Motion

For dynamic measurements, the probe was positioned
at glide path angles of 3°, 4° and 5°, Measurements were made
on the glide path and at positions equivalent to 47 feet port
and starboard of the glide path centerline., (The 47 foot
dimension was selected as a reasonable distance about the
centerline of the glide path wherein flow conditions should be
studied to gain representative information for simulator
studies.) Thus a matrix of nine measuring points at each =2-ial
station was formed., This was the same matrix of points investi-
gated for steady values and reported in [2]. The axial distances
also corresponded to those investigated for steady flow values
and were equivalent to distances of 226 ft., 485 ft,, 764 ft,,
and 1040 ft. aft of touchdown. (For CVA 62, 64 -nd 65 class
carriers, touchdown is assumed to be 150 ft. ahead of the trailing
edge of the ramp-see DTMB Aero Rept. 955, Parts I, II and III.)
The model was oriented in the tunnel so that the wind

direction (y) relative to the keel of the ship was 10° and 3°

port. With the 10° angle, the "wind" direction was parallel to

the centerline of the landing deck. The 3° angle was selected

on the basis of having the "wind" direction as close as possible

to the keel-line, while permitting the model to be positioned

in the tunnel such that meaningful measurements would be taken
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downstream., With the model aligned in the test section having
the keel parallel to the oncoming "wind", an extension of the
glide path from the landing deck extended through the tunnel
walls (due to the angle of the landing deck) before the desired
downstream measuring distances were obtained,
The signal from the probe went to the Sanborn am-

plifier, then through a Krohn-Hite variable bandpass filter

set at the appropriate centerband frequency*, and from there to
a Beckman recorder. Also fed into another channel on the
Beckman recorder was the output of a linear transducer at-
tached to one actuation rod. In this manner a trace of the ship
pitch angle orientation in relation to the probe signal was ob-
tained permitting a determination of phase relations. A
schematic of the electrical system is shown in Figure 18,

Actual data taking procedures were as follows:

1. The probe was located at the desired station.

2. The probe output was balanced (strain gage circuitry),

3. The tunnel was started and brought to the proper test

velocity.

4, The actuation system was set at the desired frequency.

5. The variable bandpass filter set at the centerband
*At centerband settings, the bandwidth of the filter at the

3db down points it equivalent to a range from 0.77 to 1.3

times the setting.
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frequency corresponding to the actuation system
frequencv .

6. The level adjusted on the Beckman recorder (the pens were
centered on the appropriate chart strip).

7., With the model horizontal and with no motion, a trace of
the probe output was taken on the Beckman.

8. With the model in motion, a trace of the probe output
was taken (the sensitivity on the Beckman was adjusted
to obtain the maximum allowable pen deflection).

9. The actuation frequency was changed and the filter fre-
quency changed; then steps 6 through 8 repeated,

10, Step 9 repeated for each of the four pitch frequencies
investigated.

The above procedure was repeated for the taking of
both horizontal and vertical velocity fluctuations for the
following conditions,

1. Two wind orientations (y=3° port, y=10° port).

2, Five pitch frequencies (full scale w=0, 0,468, 0,607,
.76, 1,013),

3. Three glide paths (3°, u4°, 5°),

4, Three positions about each glide path (centerline,

47 ft. port, 47 ft, starboard - full scale),
The traces obtained from the Beckman recorder were

of excellent quality and illustrated strong periodicity
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